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Features

Technical specification

Signal Type Connector Type

2 x Stereo Audio Line-in (Mixed) 2 x 3 pin screw type terminal block

1 x Left Speaker 1 x 2 pin screw type terminal block

2 x 12V DC (Max 1A) 2 x 2 pin screw type terminal block

1 x Line Out (Loop out) 1 x 3 pin screw type terminal block

RS-232 NIL

External Volume Control (0~5V) NIL

35W + 35W

Tweeter 1” (balanced dome)

Woofer 5 3/4” PP cone

88 dB

20 Hz to 20 KHz (Amplifier)

30 Hz to 18 KHz (Speaker)

8 Ohm

± 10 dB

± 10 dB

≥ 45 dB

≥ 75 dB

Switching Power Supply Unit AC 220 ~ 240V 50/60 Hz

ABS enclosure

240 x 178 x 162 mm

Active Speaker - 3.4 kg

Passive Speaker - 3.2 kg

Input:

Output:

Control port:

Output power:

Speaker unit:

Sensitivity:

Frequency range:

Impedance

Treble adjust:

Bass  adjust:

Seperation:

S/N ratio:

Power supply:

Housing:

Dimensions (L x W x H):

Weight:

 

SPS-S035A1
Speaker System with ECO Digital Amplifier (35 watts per channel)

The ABtUS SPS-S035A1 is a new ECO active speaker 
system that design to delivers quality stereo audio 
amplification withing a speaker system. With a output power 
at 2 x 35 watts, this speaker provide a new generation 
of energy saving. Active speaker offer a powerful and 
versatile answer to any installation’s needs, especially in a 
multimedia class room.

With it’s a energy efficient class D digital amplication 
circuit, it consume as low as 5.8 watts of power in a typical 
usage, which make this the most ECO-friendly amplication 
solution ever.

• Integrated with digital audio amplifier with a low power consumption
• A fully ECO friendly speaker system
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