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Model Number: A-934-485M RS-232~ RS-485 Converter Module
RS-232 Parameter:
Baud rate: 9600
Data bit: 8
Parity bit: Non
Stop bit: 1 Product ID Code: CE
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Get Current Setting
232(9600,8,N,1) 485(9600,8,N,1)
232(19200,8,N,1) 485(9600,8,N,1)
232(38400,8,O,1) 485(9600,8,N,1)
RS-232, RS-485

XX : Baud Rate Setting

Get
Set
Set
Set

XX
01
02
03
04
05
06
07
08
09
0A

** For best performance, please set RS-485 between module at
9600, 8, Non, 1

** RS-485 to RS-232 communication format: 7B ID  DATA 7D
** DATA can not be more then 56 Bytes

Baud Rate
1800
2400
4800
7200
9600

14400
19200
38400
57600
115200

Get current ID
Set ID from 0 to 1
Set ID from 1 to 2
Set ID from 2 to 0
Set ID from 0 to 32
Set ID from 32 to 0

Get
Set
Set
Set
Set
Set

CE 7F 00 52 1D 00 00 00 00 FE
CE 00 00 57 1D 00 00 00 01 FE
CE 01 00 57 1D 00 00 00 02 FE
CE 02 00 57 1D 00 00 00 00 FE

CE 00 00 57 1D 00 00 00 1F FE
CE 1F 00 57 1D 00 00 00 00 FE

YY
00
01
02
03
08
09
0A
0B
0C
0D
0E
0F

Parity, Data bit, Stop
bit

8, Non, 1
8, Non, 2
7, Non, 1
7, Non, 2
8, Odd, 1
8, Odd, 2
7, Odd, 1
7, Odd, 2
8, Even, 1
8, Even, 2
7, Even, 1
7, Even, 2

CE 00 00 52 12 00 00 00 00 FE
CE 00 00 57 12 05 00 05 00 FE
CE 00 00 57 12 07 00 05 00 FE
CE 00 00 57 12 08 08 05 00 FE
CE 00 00 57 12  XX YY XX YY FE

Function Operation Type Command Code


