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CAT-USB2-21-100M/H
2 In 1 Out USB 2.0 Extender 
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The CAT-USB2-21-100M/H is a USB 2.0 extender which 
extends USB connectivity up to 100m over a CAT5E/6A 
cable. The USB extender is plug and play whereby no 
driver is required.

● Supports USB 2.0
● Supports up to maximum of 100m over CAT5E/6A 
● Transmitter supports 1 x USB-B port 
● Receiver supports 2x USB-A port
● Extender supports PoC 
● No driver required

 Transmitter Receiver
Input: USB-B 2.0 x 1 RJ45 x 1

Output: RJ45 x 1 USB-A 2.0 x 2  

Transmission Rate:  Up to 200Mbps

Transmission Distance:  100m 

Power Supply:  12V DC 1A

Power consumption: 1.3W 2.3W

Operation Temperature: 0 to 40°C (32 to 104°F)

Storage Temperature: -20 to 60°C (-4 to 140°F)

Relative Humidity: 20 to 90%, Non-condensing

Dimension (W*H*D): 82mm x 20mm x 49mm

Net weight: 100g

CAT-USB2-21-100M/H  
(Transmitter)

CAT-USB2-21-100M/H  
(Receiver)
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Typical applications

Diagram
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CAT-USB2-21-100M/H
2 In 1 Out USB 2.0 Extender 

• Corporate Applications (Meeting Room) • Control rooms • Classrooms• Conference rooms • or any installations that requires a 
simple control system

CAT-USB2-21-100M/H  
(Transmitter)

CAT-USB2-21-100M/H  
(Receiver)
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