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The ABtUS CS-MINI is a central control system for medium to large-
scale AV integrations.

The CS-MINI has various control ports (RS-232,RS-485, Ethernet, Bi-
directional IR, Digital I/O and Relays) that caters for practically any 
installation. It also comes with an iOS app for wireless control using 
any iOS supported devices.

Programming is uncomplicated and the various predefi ned shortcuts 
allow installers to program commonly used features quickly and easily.

If complex coding is required, the system also allows programmers 
to write, save and execute their own codes making it a truly fl exible 
control system for any application.

Ideal for home automation, corporate offi  ce controls and large rooms.

● 4 x RS232/485 control ports
 Port 1 - 2: Bi-directional RS-232/485
 Port 3 - 4: Bi-directional RS-232
● 3 x IR outputs
● 2 x Digital I/O
● 2 x Relay
● Support iOS control app
● Support TCP, UDP and RS-232 controls

Control Ports: 4 x RS232/485 control ports
  Port 1 - 2: Bi-directional RS-232/485
  Port 3 - 4: Bi-directional RS-232
 3 x IR outputs
 2 x Digital I/O
 2 x Relay
 1 x Ethernet port
Negotiation speed: 10/100 Mbps Full-duplex
Processing speed: up to 800MHz
Input voltage: 12V DC 1A
Dimension: 113mm(W) X 141mm(L) X 35mm(H)


