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Technical data sheet

CAT-GA11R/A

1:1 VGA/Audio Over CAT-5 Receiver (Up to 150m)

Features

The ABtUS CAT-GA Series extends computer video and PC

audio signals up to 150 meters over CAT 5e (UTP/STP)
cables to the CAT-GA11R/A receiver with no loss of signal
quality. AV professionals enjoy more fl exibility and lower
cost of CAT 5e UTP/STP cables for their AV installations.

* Extends VGA signal/Mono Audio over CAT5 cabling
* Receives computer video and Mono Audio up to 150 meters over CAT 5e UTP, CAT 5e STP or CAT 6 UTP cables
*  Works well with monitors, projectors, HDTV and flat panel display

» Supports resolutions from VGA (640 x 480) to SXGA (1280 x 1024)

* Variable Level and EQ controls

Technical specification

Input:

Output:

Adjustment:

Monitor connector:
RJ-45 connector:
Max resolution:
Power adapter (min):
Housing:
Dimensions:
Weight:

Accessories:

CAT-5

Monitor / PC Audio

Level / EQ

1

1

1280 x 1024

12Vv-DC, 500MA

Metail

99 x 70 X 26 mm

185 g

AC-DC Power Adaptor 12V-DC, 500mA
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CAT-GA11R/A
1:1 VGA/Audio Over CAT-5 Receiver (Up to 150m)

Typical applications
ABtUS Video/Audio extender products are ideal for presentations, classrooms, multipurpose halls, remote monitoring, workstation
environments, data centers, retail show rooms, hotel and training facilities applications.
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